


The inline-interlinking cells of high duty cold forming 
machines today demands the cleaning of the mass parts 
du ring operation. 
Our modern types of deoiling centrifuges allow this 
interlinking by economically working method. 
Continuously fed in , our centrifuges produce clean cold formed 
wire mass parts which will allow to interlink high speed cold 
forming machines in the Fastener and Cold Forging Industries. 
Even in the machining production , our centrifuges can be 
used to clean mass parts even of complex configuration. 
By the use of smoothly accelerated starts, and special stop 
and go cycles, the centrifugal forces produce a clean deoiled 
part surface which is ready to discharge parts into vibrating 
bowls, guide steel rails and other orientating devices for 
continuous mass production . 
Sticking and jamming will be avoided. Different lubricants 
in different machines can be used without intermixing. 
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Dur type-Z centrifuges have perforated steel drums which are 
centered on heavy duty ball bearings and driven by a special 
3 phase electric centrifuge motor and a multiple V-belt drive. 
The acceleration and stopping is smoothly performed by an 
electric frequency control set. 
All mass parts can be continuously handled to the centrifuge. 
Parts are collected into a charging un it before opening for a 
new spin cycle. 
Loading , deoil ing centrifugation and discharg ing cycles run 
off automatically and continuously. 
During centrifugation the complete drive and support unit is 
clamped and locked by electrical means. 
The centrifuge drum discharges completely. No part can stick 
inside. 
By the use of large rubber buffers with low resonant frequency, 
almost all inside vibrations will be eliminated . 
The time cycles are controlled by a SPS_ The SPS sets the 
charg ing and discharging positions wh ich are reported to the 
SPS by initiator sensors. 
The centrifugated lubricants are discharged by a plastic tube 
on one side of the centrifuge. 
Dur type-Z centrifuge can be delivered in four (4) sizes 
according to the weights and capacity of the mass parts. 
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GaeSsling USA, Inc. 
Conveyors and Connecting Systems 
3308 Wayfield Drive 
Johnson City, TN 37601 
Phone: +1 (423) 915-0472 . Fax: +1 (423) 915-0839 
e-mail: info@goesslingusa.com . www.goesslingusa.com 
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For charging and discharging of our continuously operating 
centrifuges we deliver all necessary hinged belt conveyors 
between headers, pointers, slotters, threaders, and etc. 
We deliver vibrating feeders and vibrating bowls of all types and 
sizes. 
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We deliver special orienting units as weil as storage unit hopper ... 
loaders in case the output capacity of the interl inked machines .11 

is different. 4 .. 

As the position and configuration of the discharge chutes as weil 
as those of the infeed hoppers, rails, or infeed chutes can 
vary extremely, we ask our customers to phone us for checking 
measurements in order to make proposals for installation. 

Dr.lng. Gössling GmbH - the convincing material-handling technology 


